ACOUSTICAL PANEL CEILING — 09511

A. SURFACE BURNING CHARACTERISTICS: AS FOLLOWS, TESTED PER ASTM E 84 AND COMPLYING WITH
ASTM E 1264 FOR CLASS A PRODUCTS.

1. FLAME SPREAD: 25 OR LESS.
2. SMOKE DEVELOPED: 50 OR LESS.

B. EXTRA MATERIALS DELIVER EXTRA MATERIALS TO TENANT. FURNISH EXTRA MATERIALS DESCRIBED
BELOW THAT MATCH PRODUCTS INSTALLED, ARE PACKAGED WITH PROTECTIVE COVERING FOR STORAGE,
AND ARE IDENTIFIED WITH APPROPRIATE LABELS.

1. ACOUSTICAL CEILING UNITS: FURNISH QUANTITY OF FULL SIZE UNITS EQUAL TO 10.0 PERCENT
OF AMOUNT INSTALLED FOR EACH UNIT TYPE.

2. EXPOSED SUSPENSION SYSTEM COMPONENTS: FURNISH QUANTITY OF EACH EXPOSED
COMPONENT EQUAL TO 10.0 PERCENT OF AMOUNT INSTALLED.

C. PRODUCTS
1. CEILING PANELS NO 1: ARMSTRONG WORLD INDUSTRIES, INC OR ARCHITECT APPROVED EQUAL.

A. SIZE: 24”7 X 24
B. THICKNESS: 3/4”.
C. EDGE: ANGLED TEGULAR
D. SERIES: DUNE SECOND LOOK
E. COLOR: WHITE.
F. SCORING OPTION: 2712
D. SUSPENSION SYSTEMS NO 1: ARMSTRONG WORLD INDUSTRIES, INC.
A. SIZE: 1 1/2" DEEP MAIN RUNNERS AND 1 1/8” CROSS TEES.

B. WIDTH: 15/16" EXPOSED FACE.

C. CONSTRUCTION:  EXPOSED GRID FRAMING SHALL BE ELECTROGALVANIZED STEEL AND SHALL
BE FINISHED ON EXPOSED SURFACES WITH LOW-SHEEN ENAMEL, COLOR TO MATCH
ADJACENT CEILING PANELS.

D. MATCHING WALL MOLDING SHALL BE DETACHABLE SUPPORT FRAMING.

E. FRAMING SHALL COMPLY WITH ASTM C 635 "STANDARD SPECIFICATION FOR METAL

SUSPENSION SYSTEMS FOR ACOUSTICAL TILE AND LAY—IN CEILINGS.” SUSPENSION SYSTEM
SHALL BE CLASSIFIED: INTERMEDIATE DUTY.

F. SUPPORT SUSPENSION SYSTEM BY 12 GAUGE HANGER WIRES.  HANGER SHALL BE DIRECT
HUNG FROM ROOF OR MEZZANINE FLOOR STRUCTURAL SUPPORT SYSTEM ABOVE.

G. SERIES: PRELUDE.
COLOR: WHITE

zmm__._mz._. FLOORING — 09650
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B. TILE: AS MANUFACTURED BY MANNINGTON COMMERCIAL

1. SIZE: 12"X12"X1/8"
2. TEXTURES/COLORS: 122 GLACIER WITH 102 STONE GRAY ACCENTS

C. VINYL BASE WITH COVE: AS MANUFACTURED BY MANNINTON
1. HEIGHT: 4"

2. THICKNESS: .080"
3. COLOR: AS SELECTED BY ARCHITECT FROM STANDARD COLORS

B. TRANSITION STRIPS: AS MANUFACTURED BY MANNINTON.
1. TYPE/COLOR: AS SELECTED BY ARCHITECT FROM STANDARD COLORS.

D. ADHESIVE: PER MANUFACTURERS RECOMMENDATION

E. CONTACT VCT MANUFACTURER FOR MAXIMUM RECOMMENDED ALLOWABLE FLOOR SLAB MOISTURE
EMISSIONS.  PRIOR TO INSTALLATION, CONCRETE FLOOR SLAB MUST PASS MOISTURE VAPOR

EMISSION TESTS (SEE SPEC SECTION 03310).

F. INITIAL MAINTENANCE AFTER INSTALLATION: MANNINGTON COMMERCIAL VINYL COMPOSITION TILES ARE
COATED WITH FAST START FACTORY FINISH. T DOES NOT REQUIRE REMOVAL AFTER INSTALLATION.
IT IS COMPATIBLE WITH COMMERCIAL FLOOR POLISHES AND ELIMINATES THE NEED TO STRIP THE TILE.

G. IMMEDIATELY AFTER VCT INSTALLATION, AND PRIOR TO STORE DELIVERY, G.C. SHALL SUBCONTRACT
THE VCT STRIP AND SEAL VENDOR TO DO THE FOLLOWING:

1. SWEEP OR VACUUM THE FLOOR THOUROUGHLY.

2. DAMP-MOP THE FLOOR WITH A NEUTRAL DETERGENT SOLUTION PER MANUFACTURERS
RECOMMENDATIONS, WHILE CAREFULLY REMOVING BLACK MARKS AND EXCESSIVE SOIL. DO NOT
MACHINE SCRUB THE FLOOR FOR AT LEAST FOUR TO FIVE DAYS AFTER INSTALLATION, TO
PREVENT EXCESS MOISTURE FROM INTERFERING WITH THE ADHESIVE BOND.

3. APPLY SEVERAL COATS OF A HIGH-QUALITY COMMERCIAL FLOOR POLISH OR A HIGH—QUALITY
STAIN-RESISTANT FLOOR SEALER AS RECOMMENDED BY VCT MANUFACTURER. ALLOW
APPROPRIATE DRYING TIME BETWEEN APPLICATIONS. APPLY NUMBER OF COATS AS RECOMMENDED
BY FLOOR POLISH MANUFACTURER.

H. IN NO INSTANCE SHALL NEW VCT BE PLACED OVER EXISTING VCT. EXISTING VCT SHALL BE REMOVED
AND SLAB PREPARED TO RECEIVE NEW VCT.

CARPET - 09680

1.1 SECTION REQUIREMENTS
A. SUBMIT PRODUCT DATA AND COLOR SAMPLES

B. CARPET CRITAL RADIANT FLUX CLASSFICATION: CLASS I, NOT LESS THAN 0.45 w/sq. CM PER ASTM E648.

C. DELIVER TO OWNER FULL WIDTH CARPET EQUAL TO 5 PERCENT OF EACH TYPE AND COLOR CARPET
INSTALLED, PACKAGED WITH PROTECTIVE COVERING FOR STORAGE.

2.1 CARPET

A. DURKAN COMMERCIAL CARPET. STYLE—ROWE. STYLE NO. DC093.COLOR-981 WALL STREET.
CONSTRUCTION ULTRA PERFORMANCE SYSTEM. SURFACE APPEARANCE- TEXTURED PATTERNED LOOP.
WIDTH- 12".

3.7 INSTALLATION

A. COMPLY WITH CRI 104, DIRECT GLUE DOWN.

B. MAINTAIN UNIFORITY OF CARPET DIRECTIONA DN LAY OF PILE. AT DOORWAYS, CENTER SEAMS UNDER
DOOR IN CLOSED POSITION. BIND OR SEAL CUT EDGES AS RECOMMENDED BY CARPET MANUFACTURE.

D. ADHESIVE: PER MANUFACTURERS RECOMMENDATION

PAINT — 09900

A. PROVIDE THE FOLLOWING PAINT SYSTEMS AS SPECIFIED BY OSEL PAINTS OR ARCHITECT APPROVED
EQUAL:

1. CONCRETE BLOCK (INTERIOR) — IF APPLICABLE
A. SURFACE PREPARATION: S-W 5, 3, 4, OR 12
B. PRIMER: PREPRITE MASONRY PRIMER, 1 COAT, 3 MILS DFT.
C. PAINT: INTERIOR LATEX SEMI-GLOSS, 2 COATS, 1.3 MILS DFT.
2. INTERIOR FERROUS METALS:

A. ALL FERROUS METAL ITEMS SHALL BE SHOP PRIMED. COORDINATE PRIMER WITH PAINT
COATING SYSTEM.

B. PAINT: INTERIOR LATEX SEMI-GLOSS, 2 COATS, 1.3 MILS DFT.
3. INTERIOR GALVANIZED FERROUS METALS

A. SURFACE PREPARATION: S-W10 OR 12.

B. PRIMER: GALVITE HS PRIMER — 1 COAT, 3 MILS DFT.

C. PAINT: INTERIOR LATEX SEMI-GLOSS, 2 COATS, 1.3 MILS DFT.
4. GYPSUM DRYWALL PARTITIONS, SOFFITS, AND CEILINGS

A. SURFACE PREPARATION GYPSUM BOARD S-W8 OR 12.

B. PRIMER: PREPRITE CLASSIC LATEX PRIMER, 1 COAT, 1.6 MILS DFT.

C. PAINT: LATEX SEMI-GLOSS OR FLAT, 2 COATS, 1.3 MILS DFT.
5. EXTERIOR FERROUS METAL

A. SURFACE PREPARATION: SSPC-SP2 OR SW-12

B. PRIMER: ALL FERROUS METAL ITEMS SHALL BE SHOP PRIMED. COORDINATE PRIMER WITH
PAINT COATING SYSTEM.

C. PAINT: EXTERIOR ACRYLIC LATEX GLOSS, 2 COATS, 1.3 MILS DFT.
6. EXTERIOR GALVANIZED METAL:
A. SURFACE PREPARATION: S-W 10 OR 12

B. PRIMER: DTM ACRYLIC PRIMER/FINISH, 1 COAT, 2.5 MILS DFT.
C. PAINT: EXTERIOR ACRYLIC LATEX GLOSS, 2 COATS, 1.3 MILS DFT.

7. PIPE & TUBE RAILINGS

A. PREPARATION FOR SHOP PRIMING: COMPLY WITH SSPC—SP 6 “COMMERCIAL BLAST
CLEANING.”

B. SHOP PRIMER: AROMATIC URETHANE, ZINC-RICH, LEAD-FREE, TWO—COMPONENT RAPID
CURING  PRIMER COMPLYING WITH SSPC-PS 12.01.

C. BOND COAT UNDER TWO—COMPONENT ACRYLIC POLYURETHANE COATING: TNEMEC SERIES 27

FC EPOXY

D. INTERMEDIATE COAT: TNEMEC SERIES 73 ENDURA SHIELD, COLOR AS SPECIFIED IN PAINT
SCHEDULE

E. EXTERIOR FINISH—COAT: ALIPHATIC ACRYLIC URETHANE — TNEMEC SERIES 76 ENDURA
CLEAR

F. CLEAN AND PREPARE SURFACES TO BE COATED AND ACCORDING TO APPLY COATINGS
THE MANUFACTURERS' RECOMMENDATIONS.

G. AFTER COMPLETING WORK, REMOVE SPATTERED PAINT WITHOUT DAMAGING ADJACENT
FINISHED SURFACES.

WALL COVERINGS — 09950

A. PROVIDE FIBERGLASS REINFORCED PANELS AS FOLLOWS:
1. MANUFACTURER: MARLITE
A. THICKNESS: 1/8"
B. SIZE: 4 FT. x 8 FT. SHEETS
C. COLOR: P-140 IVORY
D. PROVIDE TRIM PIECES AS REQUIRED TO COMPLY WITH MANUFACTURER RECOMMENDATIONS.

2. INSTALL WITH ADHESIVE: PER MANUFACTURER'S RECOMMENDATION.

B. PROVIDE ACROVYN CORNER GUARDS (IF APPLICABLE) AS FOLLOWS:
1. MODEL: VA SERIES, 1 1/2" x 4'-0" HIGH
2. COLOR: #253 "PARCHMENT”
3. ATTACH PER MANUFACTURERS RECOMMENDATIONS

TOILET PARTITIONS — 10160  (IF APPLICABLE)

A. PRODUCTS
1. MANUFACTURER: METPAR
2. SERIES: CORINTHIAN
A. FLOOR MOUNTED AND OVERHEAD BRACED.
B. PANEL AND DOOR CONSTRUCTION.

1. SIZE: 1" THICK X 72" HIGH X LENGTH AND CONFIGURATION INDICATED ON DRAWINGS.
MOUNT BOTTOM AT 12" AF.F.

2. 22 GAUGE DOORS
3. 20 GAUGE PANELS.

C. PILASTER CONSTRUCTION.
1. THICKNESS: 1 1/4".
2. 20 GAUGE STEEL SHEETS.
3. STAINLESS STEEL SHOE AT FLOOR

D. URINAL SCREEN

E. MISCELLANEOUS
1. HEAD RAIL — 16 GAUGE ANTI-GRIP.
2. FLOOR ATTACHMENT AND LEVELING BOLT.

B. FINISH: POWDER SHIELD
1. GALVANIZED BONDERIZED STEEL WITH MINIMUM ZINC COATING OF .00015" THICKNESS EACH SIDE.

2. TWO SEPARATE FINISH COATS OF HIGH SOLID THERMOSETTING, MELAMINE MODIFIED HIGH
MOLECULAR WEIGHT POLYESTER ENAMEL, SPRAY APPLIED.

3. COLOR: AS SELECTED BY ARCHITECT FROM MANUFACTURERS STANDARD COLORS.
C. HARDWARE
1. PROVIDE ALL ATTACHMENTS NECESSARY TO SECURE TOILET SYSTEM TO ADJACENT WALLS.

2. PROVIDE MANUFACTURER’S STANDARD HEAVY-DUTY #304 STAINLESS STEEL HARDWARE WITH A #4
SATIN FINISH, INCLUDING LOCK/LATCH AND COAT HOOK.

3. PROVIDE HARDWARE PER ADA ACCESSIBILITY STANDARDS FOR ALL TOILET STALLS INDICATED TO
RECEIVE GRAB BARS.

TOILET & BATH ACCESSORIES — 10800

A. GENERAL

1. UNLESS NOTED OTHERWISE, PROVIDE ONE (1) ACCESSORY AS LISTED BELOW FOR EACH FIXTURE
AT REST ROOMS OR AS INDICATED ON ON THE DRAWINGS.

2. ALL ACCESSORIES SHALL BE SURFACE MOUNTED UNLESS NOTED OTHERWISE.

B. PRODUCTS AS MANUFACTURED BY AS INDICATED ON THE DRAWINGS
1. REST ROOM ACCESSORIES:

TA=3 SEMI-RECESSED PAPER TOWEL DISPENSER AND WASTE RECEPTACLE: 17-7/16" WIDE
x 56—1/4" HIGH X 4" DEEP

TA-4 SURFACE-MOUNTED PAPER TOWEL DISPENSER: 10-3/4" WIDE x 14" HIGH x 4”
DEEP

TA—13  TWIN JUMBO-ROLL TOILET TISSUE DISPENSER: 20-13/16" WIDE x 11-3/8" HIGH x
5-5/16" DEEP
TA-20 MIRROR: 18" WIDE X 36" HIGH

TA-21 SURFACE-MOUNTED SOAP DISPENSER: 10-1/2" HIGH X 6—3/4" WIDE X 4-1/4" MOUNT
BOTTOM OF UNIT @ 10" ABOVE SINK.

GB—1/  GRAB BARS: 1-1/2" SATIN FINISH. MOUNT @ 33" AF.F. TO CENTER LINE OF EACH
GB-2 BAR.

2. JANITOR CLOSET ACCESSORIES:

A. MOP HOLDER - BOBRICK MODEL NO. B—224x30, 30" LENGTH, 3 HOLDERS, 2 HOOKS -
MOUNT AT HEIGHT RECOMMENDED BY MANUFACTURER

C. EXECUTION:
1. PROVIDE WOOD BLOCKING FOR ALL REQUIRED ACCESSORIES

2. INSTALL ACCESSORIES ACCORDING TO MANUFACTURER'S RECOMMENDATIONS.
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