MANUFACTURED ROOF SPECIALTIES - 07710

A

INTERLOCKING MULTI-PART COPING SYSTEM: FORMED ALUM. PANELS, .063" THICK, FACTORY APPLIED
FLUOROPOLYMER KYNAR 500, COLOR AS INDICATED ON DWGS. FASTENED WITH 24 GAGE ZINC-COATED
STEEL CONTINUOUS ANCHOR PLATE.

1. MITERED CORNERS, CLOSED ENDS WHERE REQUIRED.
2. PROVIDE CURVED COPING WHERE INDICATED.

ROOF LADDER - 07720

A

ROOF LADDERS -

LADDERS SHALL BE DETAILED AND SUBMITTED FOR APPROVAL PRIOR TO FABRICATION. FULL
DIMENSIONS, WALL AND FLOOR ATTACHMENTS, MATERIALS, CONSTRUCTION AND FINISH MUST BE
SHOWN AND COMPLY WITH ALL LOCAL SAFETY REGULATIONS.

1. SIDE RAILS & RUNGS: SIDE RAILS AND RUNGS SHALL BE FORMED FROM TUBULAR ALUMINUM
EXTRUSIONS OR STEEL PLATE/ TUBE.

2. SAFETY CAGE: AS REQUIRED ON ALL LADDERS OVER 20'-0" AF.F. VERIFY WITH ALL STATE AND
LOCAL SAFETY REGULATIONS.

JOINT SEALERS - 07900

A

JOINT SEALERS: PROVIDE JOINT SEALERS IN THE FOLLOWING LOCATIONS:

1. PERIMETER OF DOOR FRAMES

2. PERIMETER OF PENETRATIONS IN THE BUILDING WALL.

3. ABUTMENT OF DISSIMILAR MATERIALS

4. ACOUSTICAL SEALANT AT BASE OF GYPSUM BOARD WALLS WITH SOUND ATTENUATION INSULATION.

PROVIDE JOINT SEALERS, JOINT FILLERS AND OTHER RELATED MATERIALS THAT ARE COMPATIBLE WITH
ONE ANOTHER AND WITH JOINT SUBSTRATES.

1. PROVIDE SEALANTS AS MANUFACTURED BY TREMCO OR ARCHITECT APPROVED EQUAL. COMPLY
WITH ASTM C-920.

0) SEALANT: TWO COMPONENT URETHANE - "TREMCO DYMERIC 511.”
b) ACOUSTICAL SEALANT: ACRYLIC LATEX, TREMCO #834.

JOINT SEALANT BACKING
1. PLASTIC FOAM FILLERS: CLOSED-CELL POLYETHYLENE FOAM

2. BOND BREAKER: PROVIDE POLYETHYLENE TAPE OR OTHER PLASTIC TAPE AS RECOMMENDED BY
SEALANT MANUFACTURER FOR PREVENTING SEALANT FROM ADHERING TO RIGID, INFLEXIBLE JOINT
FILLER MATERIALS OR JOINT SURFACES. PROVIDE SELF-ADHESIVE TAPE WHERE APPLICABLE.

PRIMER: PROVIDE TYPE RECOMMENDED BY JOINT SEALER MANUFACTURER WHERE REQUIRED FOR
ADHESION OF SEALANT TO JOINT SUBSTRATES INDICATED. JOINT SUBSTRATES INDICATED.

PROVIDE SEALANT BACKINGS OF MATERIALS AND TYPE WHICH ARE NON-STAINING AND ARE
RECOMMENDED BY THE SEALANT MANUFACTURER.

COLOR: SEALANT COLOR SHALL MATCH COLOR OF ADJACENT WALL SURFACE.

STEEL DOORS AND FRAMES - 08110

A

STEEL DOORS AND FRAMES: PROVIDE STEEL DOORS AND FRAMES AS MANUFACTURED BY
STEELCRAFT OR ARCHITECT APPROVED EQUAL. COMPLY WITH SDI-100 RECOMMENDATIONS AND
STANDARDS FOR DOORS AND FRAMES.

1. PROVIDE GALVANIZED DOORS AND FRAMES ARE IN EXTERIOR WALLS. INSULATE EXTERIOR DOORS
WITH POLYSTYRENE FOAM.

2. INSERTS, BOLTS AND FASTENERS: MANUFACTURER'S STANDARD UNITS, EXCEPT HOT DIPPED
GALVANIZED ITEMS TO BE BUILT INTO EXTERIOR WALLS, COMPLYING WITH ASTM A153, CLASS C
OR D AS APPLICABLE.

3. PRIMER: PROVIDE RUST-INHIBITIVE ENAMEL OR PAINT, EITHER AIR DRYING OR BAKING, SUITABLE
AS A BASE FOR SPECIFIED PAINT  FINISH.

4. FABRICATE DOORS AND FRAMES OF EITHER HOT ROLLED OR COLD ROLLED SHEET STEEL
COMPLYING WITH ASTM A369, A568, A366 AND A568, RESPECTIVELY.

5. PREP DOORS AND FRAMES TO RECEIVE SPECIFIED FINISH HARDWARE. COMPLY WITH ANSI A115.

6. FRAMES: FABRICATE FRAMES OF MINIMUM 16 GAUGE COLD-ROLLED STEEL, DOUBLE RABBET
PROFILE, MITERED CORNERS.  PROVIDE KNOCK-DOWN FRAMES AT ALL INTERIOR DOORS AND
FULLY WELDED FRAMES AT ALL EXTERIOR DOORS. PROVIDE ASPHALTIC COATING AT MASONRY
WALLS INSIDE OF FRAME.

7. DOORS:
a) INTERIOR DOORS: GRADE Ill, EXTRA HEAVY DUTY, MODEL 1, FULL FLUSH
DESIGN, MINIMUM 0.0598 INCH THICK COLD-ROLLED STEEL SHEET FACES.

b) EXTERIOR DOORS: GRADE I, EXTRA HEAVY DUTY, MODEL 1, FULL FLUSH
DESIGN, MINIMUM 0.0635-IN. THICK GALVANIZED STEEL SHEET FACES.

8. VISION PANELS:

VISION LITE PANEL SHALL BE MFR. STANDARD SIZE (TYPICALLY 9-1/2" «x
9'-1/2") WITH 1/4" THICK GLASS.

STOCKROOM DOORS:

MANUFACTURED BY ELIASON. COMPLY WITH SDI-100 RECOMMENDATIONS AND STANDARDS FOR
DOORS AND FRAMES. INSTALL PER MANUFACTURER'S RECOMMENDATIONS.

1. EASY SWING MODEL§ SCP 8, MEDIUM DUTY DOOR

2. FINISH: MFR. #949 WHITE FINISH ON BOTH SIDES

3. PROVIDE STAINLESS STEEL KICKPLATE BOTH SIDES.

4, CONTACT: ELIASON CORP. (800) 828-3655

OVERHEAD DOORS - 08331

A

PRODUCTS:
1. MANUFACTURER: Arm-R-Lite Commercial Doors OR EQUAL

2. STYLE: GLASS PANEL OVERHEAD DOOR AS MANUFACTURED BY Arm-R-Lite Commercial Doors
OR EQUAL.

a) THERMAL INSULATED AND COMPLETELY WEATHER-STRIPPED
b) SLATS ARE TO BE ROLL FORMED GALVANIZED STEEL

¢) DOOR DESIGNED TO WITHSTAND A WIND LOAD OF 20 PSF.
OPERATION:  ELECTRIC DOOR OPERATORS

SIZE: AS INDICATED ON DRAWINGS

. MOUNTING: WALL MOUNTED WITH TRACK AND SPRINGS INSIDE THE BUILDING
6. FINISH: MATCH EXISTING OVERHEAD DOORS

INSTALLATION:  PER MANUFACTURERS RECOMMENDATIONS

>«
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ALUMINUM STOREFRONT - 08410

A
B.

PROVIDE ALUMINUM STOREFRONT SYSTEM, KAWNEER 451T OR EQUAL, TO MATCH EXISTING.

FINISH

1. NEW ALUMINUM STOREFRONT SYSTEM AND GLAZED OPENINGS
a) BLACK ANODIZED ALUMINUM FINISH TO MATCH EXISTING

C. FRAMES: PROVIDE ASPHALTIC COATING AT MASONRY WALLS INSIDE OF FRAME.

FINISH HARDWARE - 08710

A. PROVIDE HARDWARE AS FOLLOWS:

1.

2.

COORDINATE REQUIREMENTS WITH BUILDING OWNER, THE BUILDING CODE AND THE ARCHITECT.

PROVIDE RUBBER SILENCERS ON ALL FRAME OPENINGS.

PROVIDE A THRESHOLD AND WEATHER-STRIPPING ON ALL EXTERIOR DOORS.

FINISH:  ALL HARDWARE, LOCKSETS AND HINGES SHALL HAVE A US26D FINISH UNLESS NOTED
OTHERWISE.

PROVIDE LOCKSETS WITH 5 PIN TUMBLERS. PROVIDE CORES AND KEYS PER A MASTER KEY SYSTEM.

COMPLY WITH THE REQUIREMENTS OF NFPA 80 AND SDI 100. MOUNT ALL HARDWARE IN
ACCORDANCE WITH ANSI STANDARDS.

PROVIDE WALL OR FLOOR MOUNTED DOOR STOPS AT ALL INTERIOR DOORS.

GLASS AND GLAZING - 08800

A

@

GLASS AND GLAZING: COMPLY WITH FGMA GLAZING AND SEALANT MANUALS, AND PROVIDE GLASS &
GLAZING AS INDICATED TO MATCH EXISTING.

GLASS SCHEDULE:

1. EXTERIOR GLASS: 1" THICK INSULATING, CLEAR GLASS; TEMPERED WHERE INDICATED.
2. EXTERIOR TRANSOM GLASS: 1" THICK INSULATING, CLEAR GLASS

3. INTERIOR GLASS: 1/4" THICK CLEAR GLASS; TEMPERED

4. INTERIOR TRANSOM GLASS: 1/4" THICK CLEAR FLOAT GLASS

PROVIDE GLASS AS MANUFACTURED BY PPG INDUSTRIES, INC. OR ARCHITECT PROVED EQUAL.
GLASS STANDARDS:

1. CLEAR FLOAT GLASS: TYPE | (TRANSPARENT GLASS, FLAT),
CLASS 1 (CLEAR) QUALITY G3 (GLAZING SELECT)
2. HEAT TREATED GLASS:

0) MANUFACTURE HEAT TREATED GLASS BY HORIZONTAL (ROLLER HEARTH) PROCESS WITH
ROLL WAVE DISTORTION PARALLEL WITH BOTTOM EDGE OF GLASS AS INSTALLED.

b) WHERE INDICATED AND REQUIRED, PROVIDE FULLY TEMPERED UNITS.

3. INSULATING GLASS UNITS
a) PROVIDE INSULATING UNITS COMPOSED AS FOLLOWS:
1) INSIDE PANE: 1/4" THICK CLEAR, TEMPERED OR FLOAT GLASS

2) SPACER: 1/2" AR SPACE WITH ALUMINUM SPACER AND  MANUFACTURER'S STANDARD
DESSICANT.
3) OUTSIDE PANE: 1/4" THICK, CLEAR TEMPERED OR FLOAT, GLASS

4) SEALING SYSTEM: DUAL SEAL SILICONE

4, GLAZING GASKETS AND MATERIALS:

a) PROVIDE GLAZING GASKETS AND MATERIALS AS RECOMMENDED BY ALUMINUM STOREFRONT
SYSTEM MANUFACTURER.

GYPSUM DRYWALL - 09250

A

PRODUCTS

1. GYPSUM DRYWALL
a) 1/2" THICK, WITH TAPERED EDGES. COMPLY WITH ASTM C 36.
b) 5/8" THICK, TYPE 'X', WITH TAPERED EDGES. COMPLY WITH ASTM C 36.
¢) PROVIDE CORNER BEADS AND EDGE TRIM AS REQUIRED WHICH COMPLIES WITH
ASTM C 1047,

2. STEEL FRAMING FOR WALLS AND PARTITIONS

a) 35/8" 22 GA. MINMUM COMPLYING WITH ASTM C 645
b) 6" 22 GA. MINIMUM COMPLYING WITH ASTM C 645

¢) 7/8" FURRING CHANNELS

d) LATERAL BRACING AS INDICATED ON DRAWINGS OR BELOW.

e) SIZE AND GAUGE OF STUDS AS REQUIRED FOR HEIGHT AND LOADING PER SPECIFIC
CONDITIONS AND LOCAL BUILDING CODE REQUIREMENTS.

3. MISCELLANEOUS BLOCKING
a) STUD GRADE WOOD BLOCKING AND FURRING WHERE REQUIRED.

b) FIRE RETARDANT TREATED AS REQUIRED BY LOCAL BUILDING DEPT. REQUIREMENTS.

4. GYPSUM BOARD JOINT TREATMENT

o) PROVIDE THE FOLLOWING MATERIALS COMPLYING WITH ASTM C 475, ASTM C 840 AND
RECOMMENDATIONS OF BOTH GYPSUM BOARD AND JOINT-TREATMENT MATERIALS FOR THE
APPLICATION INDICATED.

b) JOINT TAPE: PAPER REINFORCING TAPE.

¢) DRYING-TYPE JOINT COMPOUND: READY-MIX FORMULATION: FACTORY- PREMIXED PRODUCT.

5. MISCELLANEOUS MATERIALS

a) SPOT GROUT: ASTM C 475, SETTING TYPE JOINT COMPOUND OF TYPE RECOMMENDED FOR
SPOT GROUTING HOLLOW METAL DOOR FRAMES.
b) GYPSUM BOARD SCREWS: ASTM C 1002

EXECUTION
1. INSTALL METAL FRAMING AND FINISH DRYWALL. COMPLY WITH ASTM C 754 AND
ASTM C 840.

2. BRACE STUDS WHICH DO NOT EXTEND TO STRUCTURE ABOVE WITH 3 5/8" METAL STUD
BRACES ANGLED AT 145° FASTENED TO TOP OF STUD WALL AND TO ROOF STRUCTURE ABOVE.
SPACE BRACES AT 48" 0.C. MAXIMUM.
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