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CARWASH PLUMBING PLAN

SCALE: 1/8"
FINISH FLOOR ELEVATION

= [-0"

1104.5°

BYPASS

I" WATER LINE WITH BALL VALVE SHUT—OFF TO CONNECT ITEM

#18 AND ITEM #20. POSITION LINE 5=0" UP FROM FLOOR. (IF R.O.

FAILURE OCCURS BYPASS SHALL BE USED)

18" DIA. RISER x 24" HIGH
WITH EAST JORDAN #1755

FRAME AND OQ<mm//

FINISH

\ GRADE

CATCH BASIN NO. 4935—10 i |
\ WITH TRASH BASKET. (TYP.)
CLOSING CLOSING ELBOW
END CAP __ _ END CAP 11406—p8| T105-PB] T1404—PB] THoaN-re] THO3-PB] TH0O2-PB[THHOIPB]| SLOSNE
o o o N
2 Neyr | | | | | | |
m A m&: ®§_:_ m__ m__ U&... m&.. U§=
o
TRENCH DRAIN SYSTEM SHALL BE MFAB "PROFORMER" SYSTEM, PRESLOPED, POLYETHYLENE 4" OUTLET (TYP.) = \
CHANNELS, POSITIVE SEAL, TONGUE AND GROOVE INTERLOCKING JONTS. MOLDED CHANNELS — — 6%
SHALL BE PRE—SLOPED WITH A MNMUM OF .6% SLOPE AND MUST INCLUDE MANUFACTURER'S &
CHANNEL IDENTIFICATION FOR MATERIAL. GRATES TO BE SLOTTED GALVANIZED STEEL—G 5
LOAD CLASS B; MEDIUM DUTY AND SHALL SECURE TO CHANNELS WITH GRATE LOCK DOWN 3
DEVICES POSITIONED IN RECESS PROVIDED IN CHANNEL. OTHER APPROVED MANUFACTURERS: =1
JR. SMTH ENVIRO—FLO, MEAJOSAM (MEADRAN), ZURN (FLO—THRU) o
s
CARWASH TRENCH DIAGRAM M —7%"
NO SCALE &
S
— —7%"
§
£\ g TRENCH DRAIN SYSTEM SHALL BE MFAB "PROFORMER" SYSTEM,
I . PRESLOPED, POLYETHYLENE CHANNELS, POSITIVE SEAL, TONGUE
——7%"  AND GROOVE INTERLOCKING JOINTS. MOLDED CHANNELS SHALL
NOTE: § BE PRE—SLOPED WITH A MNMUM OF .6% SLOPE AND MUST
ADDITIONAL PLUMBING EQUIPMENT: PLUMBING CONTRACTOR z INCLUDE MANUFACTURER'S CHANNEL IDENTIFICATION FOR
N SHALL EXTEND COMBINATION 2 MATERIAL. GRATES TO BE SLOTTED GALVANIZED STEEL—G LOAD
EMERGENCY EYE WASH (EEW): SHALL BE BRADLY MODEL NO. FLUE/AR INTAKE THRU WALL. A =1 4+ CLASS B; MEDIUM DUTY AND SHALL SECURE TO CHANNELS WITH
_ SEAL” WALL PENETRATION T © GRATE LOCK DOWN DEVICES POSITIONED IN RECESS PROVIDED N
OL INTERCEPTOR; 50 CUBIC 319=220BF WALL MOUNTED EYE WASH WITH FACE SPRAY RING WEATHERTIGHT. 434 T CHANNEL. OTHER APPROVED MANUFACTURERS: J.R. SMITH
FEET EFFECTIVE CAPACITY. AND STAINLESS STEEL PUSH HANDLE. WRAP—AROUND SKIRT S ENVIRO—FLO, MEAJOSAM (MEADRAN), ZURN (FLO—THRU)
CONCEALS PIPES AND FITTINGS. CONNECT I|—1/4" DRAIN FITTING J - \
s FROM EYE WASH INTO SANITARY SEWER. S ore VALVE —— 7%
mm (TYPICAL) D AMTROL'S "THERM—X—TROL" T
6 ! EMERGENCY THERMOSTATIC MIXING VALVE (ETMV). SHALL BE MODEL ST—5 EXPANSION =
Ollf@no mm BRADLEY MODEL S19-2000 WITH LIQUD—FILLED THERMOSTAT, TANK, 2.0 GALLONS - _g
I CHECKSTOPS ON INLETS, ADJUSTABLE SET POINT WITHIN CHECK VALVE o
] I TEMPERATURE RANGE, BULT—IN COLD WATER BYPASS, POSITIVE ; |1 ~—__ d
L mm SHUT—OFF OF HOT SUPPLY WHEN COLD SUPPLY IS LOST, DIAL P /cz_o__é (TYPICAL) g
% : THERMOMETER AND FACTORY ASSEMBLED AND TESTED. u N AN —]— 8’
PUBN mm 3/4" < \ O_.
Y} o i NOTE: DELETE ELECTRIC WATER COOLER FROM SPECIFICATIONS. ANUAL GAS / //%i HOOD &
7 7 : THERE IS NO ELECTRIC WATER COOLER FOR NEW ADDITION. SHUT—OFF VALVE - )
. T4 \l@ // / - —8l4
\ (1 TEMPERATURE AND Ry
N 1 \FBN PRESSURE RELIEF &
o ~@ /2" GAS VALVE PIPED FULL SIZE <
4" VTR 40 | \ AN =
= 0 CONN. ~———WATER HEATER (40 GALLON) —1— 8y’
] — Q
\ DRT LEG THERMOSTAT i NOTE: HALF OF TRENCH SHOWN.
N~ \\ S SHEETMETAL PAN x 2ND HALF IS A MRRORED IMAGE.
() "
d " . CAP SEALED WATERTIGHT = | %%
> NOTE: PURCHASER MUST PROVIDE AND INSTALL 5% PLUMBER g CATCH BASIN NO. 993510
CARWASH EQUIPMENT. PLUMBING CONTRACTOR o \ WITH TRASH BASKET.
I TO MAKE ALL FINAL CONNECTIONS. DRAN VALVE il APy
%\“ O _ 20" o_//
I CARWASH CODED NOTES: 6" 4" OUTLET
™~
. /.@ @ /2" AR LINE WITH BALL VALVE SHUT—OFF TO CONNECT TO ROLLOVER FLOOR DRAIN NEW_SERVICE TRENCH DIAGRAM
CAR WASH. POSITIONED 9'—0" FROM THE ENTRANCE END OF THE TRACK O SCAE
AND APPROXIMATELY 14" UP FROM FLOOR OR AS CLOSE TO THE CELING
' AS POSSIBLE. WATER HEATER PIPING DIAGRAM
— NO SCALE
@ " WATER LINE WITH BALL VALVE SHUT—OFF TO CONNECT TO ROLLOVER
! CAR WASH. POSITIONED II'=0" FROM THE ENTRANCE END OF THE TRACK
N AND APPROXIMATELY 14" UP FROM FLOOR OR AS CLOSE TO THE CEILING
| AS POSSIBLE.
. \@ & @ " CITY WATER LINE WITH BALL VALVE SHUT—OFF TO CONNECT TO RINSE
(= = = = d ARCH. POSITIONED ACROSS FROM THE RINSE ARCH AND APPROXIMATELY
) I" DOUBLE CHECK. I0'=0" UP FROM FLOOR.
&\ m BACKFLOW
‘ Pl N @ I' CITY WATER LINE WITH BALL VALVE SHUT—OFF TO CONNECT TO R.0. NOTE:
= = S £ UNIT INCOMNG WATER TANK. POSITION LINE 5'—0" UP FROM FLOOR. COORDINATE 18" DIA. RISER HEIGHT
Bp oyl WITH FINISH GRADE ELEVATION.

CLEANOUT

" WATER LINE WITH BALL VALVE SHUT—OFF TO CONNECT TO RINSE ARCH 8' DIA RISER WITH " VENT KNOCKOUT L el T Nt T T i
AT ITEM #Il. (PVC PIPE RECOMMENDED) POSITION LINE 5—0" UP FROM e o mﬂEﬂm EﬁEﬁEﬂEﬁEﬁEﬂEﬁE il
FLOOR. \ 4" VENT ==l N=EE=EIEEETET R
_ CONCRETE PLUG o f
3/4" WATER LINE WITH BALL VALVE SHUT—OFF TO CONNECT TO | f o i e
UNDERBODY WASH. POSITIONED ACROSS FROM THE UNDERBODY WASH AND - _ 13 _._ 12 ’ SEE NOTE-2 , |
APPROXIMATELY 4'—0" UP FROM FLOOR. A’ _._ * . —L
4" VENT ]
| /2" CITY WATER LINE WITH BALL VALVE SHUT—OFF TO CONNECT TO 5 5 o // SEE NOTE-4
TIRE CLEANER. POSITION NEXT TO TIRE CLEANER AND APPROXIMATELY Lo 5 — 12 BAFFLE 6 OUTLET
5—-0" UP FROM FLOOR. S S 2’6" SEE NOTE-3
A
|/2" AR LINE WITH BALL VALVE SHUT—OFF TO CONNECT TO TIRE // N
CLEANER. POSITIONED NEXT TO TIRE CLEANER AND APPROXIMATELY 5'—0" 6" SCH. 40 PVC COUPLING ﬁ|_._.rr.\ﬁ
UP FROM FLOOR. CAST IN FOR 6" OUTLET 1
& lel-—  PIPE. SEE NOTE 4. ) }
6'—6" A _w SEE NOTE-3 [—g"
«
m__
6" OPTIONAL VENT KNOCKOUT 1
Top VEEW SECTION VIEW
6" 3CH. 40 PVC COUPLING
FIXTURE CONNECTION SCHEDULE CAST IN FOR &' INLET
PIPE. SEE NOTE 4.
TAG DESCRIPTION CcW (IN.) HW (IN.) WASTE (IN.) VENT (IN.) Q__\ mmn >m >\_\Qm Dm‘_\ >=\
wC WATER CLOSET /2 - 4 2 NO SCALE
UR URINAL 3/4 - 2 I—1/2 NOTES:
I.  REINFORCED PRECAST CONCRETE SHALL HAVE A
LAV LAVATORY /2 /2 (I05°F) -1/2 —1/2 COMPRESSIVE STRENGTH OF 5000 PSI AT 28 DAYS.
SHWR SHOWER /2 /2 2 —1/2 2. VENTILATED ARSPACE
, 3K SINK—=KITCHEN SINK. /2 /2 I—1/2 I—1/2 3. SPACE TO COLLECT SETTLING SOLIDS
\ ss SERVICE SINK 3/4 3/4 3 ~1/2 4. mhcrmmﬁm mn__ o_m_wmw%am ' OUTLET PIPNG BY

5. 50 CUBIC FEET EFFECTIVE CAPACITY

6. UNIT SHALL BE PRECAST CONCRETE AS
MANUFACTURED BY MACK INDUSTRIES OR APPROVED EQUAL.
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