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DRAWING INDE X

2005 OHIO BUILDING CODE (OBC)

PROJECT DESCRIPTION:

THE SCOPE OF WORK FOR THIS PROJECT IS THE EXPANSION OF AN EXISTING MOTOR VEHICLE SERVICE
INTERIOR RENOVATION AND ADDITION TO THE SALES AREA AT AN EXISTING AUTOMOBILE DEALERSHIP.

SEE AREA PLAN THIS SHEET.

AREA AND THE

BUILDING USE GROUP: S—I S—I B S—I B
USE DESCRIPTION: SERVICE DEPT. PARTS STOR. OFFICE /SHOWROOM PARTS STOR. CAR WASH
CONSTRUCTION TYPE: -B -B -B -B -B

(TABLE 503) AREA LIMITATIONS:
ALLOWABLE AREA:

17,500 SF/FLOOR

17,500 SF/FLOOR

23,000 SF/FLOOR

17,500 SF/FLOOR

23,000 SF/FLOOR

EXISTING AREA: 5,850 SF 1,480 SF 9,566 SF 2,750 SF 1,428 SF
(TABLE 602) FIRE RATINGS

OF STRUCTURAL ELEMENTS

SUPPORTING WALLS: 3 HR 0 HR 2 HR 0 HR 3 HR
SUPPORTING FLOOR: 3 HR 0 HR 2 HR 0 HR 3 HR
SUPPORTING ROOCF: 0 HR 0 HR 0 HR 0 HR 0 HR
NEW ADDITION

1ST FLOOR: 11,520 SF 0 SF 2,227 SF 0 SF 1,428 SF
2ND FLOOR: 1,548 SF 0 SF 0 SF 0 SF 0 SF
TOTAL AREA:

1ST FLOOR: 17,5370 SF 1,480 SF 11,793 SF 0 SF 0 SF
2ND FLOOR: 1,548 SF 0 SF 0 SF 2,750 SF 1,428 SF

TOTAL OCCUPANCY:
1ST FLOOR:
2ND FLOOR:

1/300 SF = 58 OCC
1/300 SF = 5 OCC.

1/300 SF = 5 OCC.

/100 SF = 118 OCC

1/300 SF = 9 OCC.

1/100 SF = 14 OCC.

MEANS OF EGRESS:

REQ'D/PROV'D

REQ'D/PROV'D

REQ’'D/PROV'D

REQ’'D/PROV'D

REQ’'D/PROV'D
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WIDTH: 32" MIN./ 32” MIN. 32" MIN./ 32" MIN./ 32" MIN./
NO. OF EXITS: 2/3 11 2/3 1/1 1/2
/A B—BUSINESS

PER TABLE 2902.1
PLUMBING FIXTURES

REQ'D/PROV'D
WATER CLOSETS 4/6
LAVATORIES 3/4
DRINKING FOUNTAINS /1
SERVICE SINK e

AREA C PLUS AREA D
1ST FLOOR AREA 13,221 SQ.FT.
ALLOWABLE AREA 23,000 SQ.FT.

S—1-STORAGE

AREA A PLUS AREA B PLUS AREA

C

1ST FLOOR AREA 17,422 SQ.FT.
ALLOWABLE AREA 17,500 SQ.FT.

CS—1 COVER SHEET SP—4  SPECIFICATIONS
SP—5  SPECIFICATIONS
CIVIL:
STRUCTURAL:
C—1 COVER SHEET S10  NOTES
C-2  TOPOGRAPHIC SURVEY S—2.0 FOUNDATION PLAN
C-3  DEMOLITION PLAN S—3.0 FOUNDATION PLAN
C-4 LAYOUT PLAN S—4.0 ROOF FRAMING PLAN
C—5  GRADING AND UTILITY PLAN S50 ROOF FRAMING PLAN
C-6 MISC. DETAILS S—5A  VOID
C—7  EROSION CONTROL DETAILS S—6.0 SECTIONS AND DETAILS
S—7.0 WALL SECTIONS
ARCHITECTURAL: S—8.0 SECTIONS
SD-1  SITE PLAN S—9.0 SECTIONS
A—1.0 DEMOLITION PLAN S—10 SECTIONS
wlu;m Mwmm w__uwu PLUMBING & MECHANICAL:
ATl REFLECTED CEILNG PLaN 1T MECHANICAL LAY
A—1.4 REFLECTED CEILING PLAN M1 3  MEGHANIGAL ROOE PLAN
A-1.5  ENLARGED FLOOR PLANS M—2.1 EQUIPMENT SCHEDULES
A-1.6 ENLARGED PLANS & ELEVATIONS M—3.1 MECHANICAL SPECIFICATIONS
A—2  ROOF PLAN P—1.1  PLUMBING PLAN
A—3.1 EXTERIOR ELEVATIONS P—1.2 PLUMBING PLAN
A—4.1 BUILDING SECTIONS P—1.3 PLUMBING ROOF PLAN
A—4.2 BUILDING SECTIONS & DETAILS P=2.1  CAR WASH PLUMBING PLAN
A—4.3 WALL SECTIONS ELECTRICAL:
A—4.4  WALL SECTIONS E—1.0 ELECTRICAL SITE PLAN
A—4.5 WALL SECTIONS E—1.1 POWER PLAN
A—4.6 DETAILS E—1.2 POWER PLAN
A—5.1 INTERIOR ELEVATIONS E—1.3 PARTIAL LIGHTING AND POWER PLAN
A—5.2 INTERIOR ELEVATIONS E—2.1 LIGHTING PLAN
A—6.1  FINISH & DOOR SCHEDULES AND DETAILS E—2.2 LIGHTING PLAN
EP EXIT PLAN E-3.1 ELEC. ONE LINE DIAGRAM, SCHEDULES &
SPEC. DRAWINGS LEGENDS
SP—1  SPECIFICATIONS E—3.2 BREAKER REMARKS
SP—2  SPECIFICATIONS E—4.1 ELECTRICAL SPECIFICATIONS
SP—3  SPECIFICATIONS E—4.2 ELECTRICAL SPECIFICATIONS

FIRE EXTINGUISHER NOTES

FIRE EXTINGUISHERS PROVIDED BY G.C.: SHALL BE TRI

2—A:40-B:C.

OF THE EXTINGUISHER NO MORE THAN 5 FEET ABOVE THE FLOOR.
EXTINGUISHERS SHALL BE PLACED SO THAT THE MAXIMUM TRAVEL DISTANCE TO AN EXTINGUISHER DOES NOT

EXCEED 75 FEET.

INTERIOR FINISH NOTES

INTERIOR FINISHES. ALL FINISHES SHALL MEET THE FOLLOWING CRITERIA PER OBC 803.1:

1. ALL INTERIOR FINISHES SHALL NOT HAVE SMOKE DEVELOPED RATINGS GREATER THAN 430.

CLASS DRY CHEMICAL TYPE WITH A MINIMUM RATING OF
MOUNTING SHALL BE IN AN APPROVED CABINET OR AN APPROVED BRACKET WITH THE HANDLE

COORDINATE FINAL LOCATION WITH TENANT AND FIRE DEPARTMENT. (BY TENANT)

2. INTERIOR FINISHES OF WALLS AND CEILINGS IN ALL ROOMS OR ENCLOSED SPACES SHALL HAVE A CLASS C FLAME

SPREAD 76-—200.

3. INTERIOR TRIM SHALL NOT EXCEED 10% OF THE AGGREGATE WALL AND CEILING AREAS OF ANY ROOM OR SPACE AND
SHALL HAVE A MINIMUM CLASS C FLAME SPREAD INDEX AND SMOKE DEVELOPED INDEX..

4. INTERIOR FINISH MATERIALS SHALL BE APPLIED SO THAT THEY WILL NOT DETACH AT 200 DEGREES F FOR NOT LESS

THAN 30 MINUTES.

5. CERAMIC TILE FOR NEW SERVICE GARAGE TO MATCH EXISTING.

@ N2

MARBLE SILLS AND COUNTERTOPS TO MATCH EXISTING.

CERAMIC TILE FOR NEW DELIVERY TO MATCH EXISTING SHOWROOM.

ALL WOOD TRIM TO MATCH EXISTING IN SHAPE, TYPE, COLOR AND FINISH.

GENERAL NOTES

1. ALL WORK SHALL COMPLY WITH ALL APPLICABLE LOCAL AND STATE BUILDING CODES, FIRE SAFETY CODES AND
REGULATIONS INCLUDING, BUT NOT LIMITED TO, THE 2002 OHIO BUILDING CODE (OBC) AND THE AMERICANS WITH
DISABILITIES ACT ACCESSIBILITY GUIDELINES (ADAAG). ANY CONFLICTS BETWEEN THE WORK INDICATED WITHIN THESE
DOCUMENTS AND SAID CODES OR REGULATIONS NOTED BY THE CONTRACTOR SHALL BE BROUGHT TO THE ATTENTION
OF THE ARCHITECT PRIOR TO PROCEEDING WITH

THE WORK.

2. PROVIDE ALL MEANS NECESSARY TO PROTECT THE STRUCTURE IN ALL RESPECTS FROM THE WEATHER, BUILDING
HAZARDS, UNNECESSARY INTRUSIONS, AND FROM DUST, DIRT OR DEBRIS.

3. ALL WORK SHALL BE COMPLETED IN A FIRST CLASS MANNER TO BETTER THAN ACCEPTED INDUSTRY STANDARDS.

4. SHOULD ANY OF THE DETAILED INSTRUCTIONS ON THE DRAWINGS CONFLICT WITH THE NOTES OR SPECIFICATIONS
OR WITH EACH OTHER, THE STRICTEST PROVISION SHALL APPLY.

S. ALL SECTIONS AND DETAILS SHALL BE CONSIDERED TYPICAL AND APPLY FOR THE SAME AND SIMILAR SITUATIONS
THROUGHOUT THE STRUCTURE UNLESS SPECIFICALLY NOTED OTHERWISE.

6. THE CONTRACTOR SHALL VERIFY ALL RELEVANT DIMENSIONS, ELEVATIONS, ANGLES, AND EXISTING CONDITIONS
BEFORE PROCEEDING WITH THE AFFECTED WORK AND NOTIFY THE ARCHITECT OF ANY DISCREPANCIES IMMEDIATELY.
ALL DISCREPANCIES SHALL BE RESOLVED PRIOR TO CONTRACTOR PROCEEDING WITH AFFECTED WORK.

7. EACH CONTRACTOR SHALL COORDINATE ARCHITECTURAL DRAWINGS WITH THE PLUMBING, MECHANICAL, AND
ELECTRICAL DRAWINGS BEFORE PROCEEDING WITH THE WORK AND SHALL NOTIFY THE ARCHITECT OF ANY
DISCREPANCIES IMMEDIATELY. ALL DISCREPANCIES SHALL BE RESOLVED PRIOR TO CONTRACTOR PROCEEDING WITH
AFFECTED WORK.

8. THROUGHOUT THE CONSTRUCTION, EACH CONTRACTOR SHALL MAINTAIN THE BUILDING AND ACCESS TO THE
BUILDING TO A PROFESSIONAL LEVEL OF CLEANLINESS.

9. THE TERM "FURNISH” SHALL MEAN TO OBTAIN AND SUPPLY TO THE JOB SITE.
FIX IN POSITION AND CONNECT FOR USE.

THE TERM "INSTALL” MEANS TO
THE TERM "PROVIDE" SHALL MEAN TO FURNISH AND INSTALL.

10. EACH CONTRACTOR AND VENDOR SHALL SUBMIT FABRICATION SHOP DRAWINGS FOR ALL OFF—SITE FABRICATED
ITEMS.

11. INSTALL ALL MATERIALS AND EQUIPMENT IN ACCORDANCE WITH THE MANUFACTURER'S SPECIFICATIONS AND
RECOMMENDATIONS.

12. REMOVE ALL DEBRIS AND LEAVE CONSTRUCTION AREAS BROOM CLEAN AT THE END OF EACH DAY.

13. PROVIDE OBC APPROVED FIRE STOP AT ALL STUD AND FURRED OUT SPACES, AT ALL CEILING SOFFIT AND
CEILING SPACES PER OBC SECTION 716.2.2.

14. ALL CONTRACTORS AND SUBCONTRACTORS FOR THE WORK OF THIS CONTRACT SHALL BE PROPERLY LICENSED
AND REGISTERED IN ACCORDANCE WITH THE REGULATIONS OF THE CITY.

15. ALL WOOD FRAMING/BLOCKING TO BE FRTW.
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