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REMOVE CONCRETE CURB

REMOVE ASPHALT PAVEMENT

REMOVE / ABANDON
UNDERGROUND UTILITIES &
ASSOCIATED APPURTENANCES

REMOVE LIGHT POLE
REMOVE PAVEMENT

REMOVE BOLLARD
RELOCATE METER

REMOVE ASPHALT PAVEMENT

COICIOMONCRONS

—XXXX— REMOVE CURB
REMOVE TREE/BUSH

DEMOLITION PLAN NOTES

DEMOLITION AND DISPOSAL.

EXISTING UTILITIES.

WAY DURING CONSTRUCTION.

JOINTS.

DRAINAGE MEASURES DURING CONSTRUCTION.

OF THE PROJECT.

REMOVE CONCRETE WALK/PAVEMENT

REMOVE CONCRETE WALK/PAVEMENT

48 BUSINESS HOURS

) 1-800-362-2764

FOR THE LOCATION OF
UNDERGROUND FACILITIES

THE LOCATIONS OF EXISTING UNDERGROUND UTILITIES ARE
SHOWN IN AN APPROXIMATE WAY ONLY AND HAVE NOT BEEN
INDEPENDENTLY VERIFIED BY THE OWNER OR ITS
REPRESENTATIVE. THE CONTRACTOR SHALL DETERMINE THE
EXACT LOCATION OF ALL EXISTING UTILITIES BEFORE
COMMENCING WORK, AND AGREES TO BE FULLY

RESPONSIBLE FOR ANY AND ALL DAMAGES WHICH MIGHT BE
OCCASIONED BY THE CONTRACTOR’S FAILURE TO EXACTLY
LOCATE AND PRESERVE ANY AND ALL UNDERGROUND
UTILITIES.

NOTICE:

CONSTRUCTION SITE SAFETY IS THE SOLE RESPONSIBILITY OF
THE CONTRACTOR; NEITHER THE OWNER NOR THE ENGINEER
SHALL BE EXPECTED TO ASSUME ANY RESPONSIBILITY FOR

SAFETY OF THE WORK, OF PERSONS ENGAGED IN THE WORK,
OF ANY NEARBY STRUCTURES, OR OF ANY OTHER PERSONS.
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EXIST.

EXIST.

EXIST.

OVERHEAD ELECTRIC

LUGHT POLE

UTILTY POLE

GUY WIRE

EXIST.

EXIST.

EXIST.

EXIST.

EXIST.

EXIST.

10. REMOVAL OF ALL BOLLARDS MUST BE COORDINATED WITH OWNER.

OVERHEAD TELEPHONE

UNDERGROUND TELEPHONE

GAS

GAS RISER

TELEPHONE RISER

CURB AND GUTTER

1. THE CONTRACTOR IS RESPONSIBLE FOR THE DEMOLITION, REMOVAL AND
DISPOSAL, IN A LOCATION APPROVED BY THE GOVERNING AUTHORITIES, OF ALL
STRUCTURES, PADS, WALLS, FLUMES, FOUNDATIONS, PARKING, DRIVES, DRAINAGE,
STRUCTURES, UTILITIES, ETC. SUCH THAT THE IMPROVEMENTS SHOWN ON THE
REMAINING PLANS CAN BE CONSTRUCTED. ALL FACILITIES TO BE REMOVED
SHALL BE UNDERCUT TO SUITABLE MATERIAL AND BROUGHT TO GRADE WITH
SUITABLE COMPACTED FILL MATERIAL PER THE COMPACTION REQUIREMENTS. THE
CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL PERMITS REQUIRED FOR

2. THE CONTRACTOR SHALL COORDINATE WITH RESPECTIVE UTILITY COMPANIES
PRIOR TO THE REMOVAL AND/OR RELOCATION OF UTILITIES. THE CONTRACTOR
SHALL COORDINATE WITH THE UTILITY COMPANY CONCERNING PORTIONS OF WORK
WHICH MAY BE PERFORMED BY THE UTILITY COMPANY'S FORCES AND ANY FEES
WHICH ARE TO BE PAID TO THE UTILITY COMPANY FOR THEIR SERVICES. THE
CONTRACTOR IS RESPONSIBLE FOR PAYING ALL FEES AND CHARGES.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE DISCONNECTION OF UTILITY
SERMICES TO THE EXISTING BUILDINGS PRIOR TO DEMOLITION OF THE BUILDINGS.

4. THE LOCATIONS OF ALL EXISTING UTILITIES SHOWN ON THIS PLAN HAVE BEEN
DETERMINED FROM THE BEST INFORMATION AVAILABLE AND ARE GIVEN FOR THE
CONVENIENCE OF THE CONTRACTOR. THE ENGINEER ASSUMES NO RESPONSIBILITY
FOR THEIR ACCURACY. PRIOR TO THE START OF ANY DEMOUTION ACTIVITY, THE
CONTRACTOR SHALL NOTIFY THE UTILITY COMPANIES FOR ONSITE LOCATIONS OF

5. ELECTRICAL, TELEPHONE, CABLE, WATER, FIBER OPTIC CABLE AND/OR GAS LINES
NEEDING TO BE REMOVED OR RELOCATED SHALL BE COORDINATED WITH THE
AFFECTED UTILITY COMPANY. ADEQUATE TIME SHALL BE PROVIDED FOR
RELOCATION AND CLOSE COORDINATION WITH THE UTILITY COMPANY IS
NECESSARY TO PROVIDE A SMOOTH TRANSITION IN UTILITY SERVICE. CONTRACTOR
SHALL PAY CLOSE ATTENTION TO EXISTING UTILITIES WITHIN ANY ROAD RIGHT OF

6. CONTRACTOR MAY LIMIT SAW—CUT & PAVEMENT REMOVAL TO ONLY THOSE
AREAS WHERE IT IS REQUIRED AS SHOWN ON THESE CONSTRUCTION PLANS BUT
IF ANY DAMAGE IS INCURRED TO ANY OF THE SURROUNDING PAVEMENT, ETC.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR IT'S REMOVAL AND REPAIR.

7. SAWCUT & REMOVE TO FULL DEPTH AT ALL PAVEMENT LIMITS OR TO EXISTING

8. CONTRACTOR SHALL MAINTAIN A WELL—DRAINED SITE, FREE OF STANDING WATER
DURING CONSTRUCTION. CONTRACTOR SHALL BE RESPONSIBLE FOR TEMPORAR'/

9. CONTRACTOR IS RESPONSIBLE FOR PLACING AND MAINTAINING CONSTRUCTION
FENCE, SIGNS, ETC. TO WARN AND KEEP PEOPLE OFF SITE FOR THE DURATION

11. EXTENTS OF DEMOLITION WORK IS NOT LIMITED TO ONLY WHAT IS SHOWN TO BE
DEMOLISHED ON THIS PLAN. DEMOLITION WORK MUST BE COMPLETE SO THE
PROPQOSED BUILDING, PARKING LOT & APPURTENANCES CAN BE CONSTRUCTED.
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