WIRE LEGEND

Tag Fill

No Tag (2) M2, M2GND-3/4'C
(3) %2, M2GND-3/4'C
(4) %2, M2GND-3/4'C
(2) "2, MOGND-3/4"C
(3) "2, MOGND-3/4'C
(4) M2, MOGND-3/4'C
(2) %8, ¥eGND-3/4'C
(3) %8, *eGND-I'C
(4) *8, *3GND-I'C
(25, %GND-I'c

(3) %, *%oGND-1'C
(4) %o, *oGND-1'C
(2) %4, #GND-1"C

(3) #*4, *GND-1'C

(4) *4, MGND-1 /4 'C
(2) %2, MGND-1"C

(3) %2, *4GND-| I/4 'C
(4) %2, #MGND-1 1/4' C

(2) ¥, MGND-1 I/14' C
(3) ", M4GND-11/4" C
(4) %, MGND-1 172" C

(2) M/, 2GND-11/4" C

(3) M/, 2GND-1 1/2" C
(4) M/@, RGND-1 172" C

(2) $3/0, 2GND-11/2"' C

(3) #3/2, GND-2" C

(4) 3/@, GND-2"' C

(2) %4/2, GND-2' C

(3) *4/2, GND-2"' C

4/2-4 (4) %4/, RGND-2 12"C

B ARBR0ANC00AERGOARERARLE

g

(2) 200KCMIL, M/@GND-2'C

8

(3) 30OKCMIL, M/@GND-21/2" C
(4) 302KCMIL, 1/2GND-2 1/2°C
(2) 352KCMIL, *3/2GND-2"'C

(3) 22OKCMIL, *3/@GND-2 1/2'C
(4) 35OKCMIL, *3/0GND-3'C
500-2 (2) 50KCMIL, ¥3/0GND-2 1/2°C
500-3 (3) BODKCHMIL, *3/0GND-3'C

CONCRETE

10" NOTED ON PLANS

13"x24" MINIMUM
UNLESS OTHERWSE

/

IN AND OUT OF BOX.

SCALE: NONE

L
TYPICAL CONDUIT /

IN GROUND JUNCTION BOX [J] DETAIL

BOX TO BE POLYMER CONCRETE
AS MANUFACTURED BY QUAZITE.
BOTTOM TO BE OPEN. COVER TO
BE BOLTED INTO PLACE. COVER
LOGO TO SAY "ELECTRICAL FOR
POWER APPLICATIONS &
COMMUNICATIONS FOR DATA
APPLICATIONS"(COVER SHALL BE
HEAVY DUTY TRAFFIC RATED).
QUAZITE PG SERIES.

OPEN
BOTTOM
PROVIDE GRAVEL AS BASE

BELOW & ON SIDE OF BOX.
MINIMUM DEPTH OF 12"

HvAC DUCTUORK

SAMPLING TUBE
SIZED FOR DUCT—\

DoV PROVIDE CONTROL WIRING
/ FOR FAN SHUT-DOWN

)
T—B*M-, 1/2'C.:©

PROVIDE WIRING PER
MANUFACTURERS

WIRING DIAGRAMS

—p

e*4, 3/4'C.

)

RETURN

STAND ALONE DUCT-MOUNTED

SMOKE DETECTOR SYSTEM SENSOR
*SSK451-PS24 OW-S12/245 ENSW

LOCATE IN VISIBLE AREA
COORDINATE WITH OWNER ¢
FIRE MARSHALL

REMOTE ANNUNCIATOR/RESET. SYSTEM
/ SENSOR W/ AUDIO/VISUAL ALARM. STSTEM
SENSOR #95K45(-PS24 OW-PS12/24S ENSU

NOTE:

PROVIDE DETECTOR, HOUSING, TUBE, REMOTE STATION, AND Al L
ACCESSORIES. DETECTOR SHALL BE INSTALLED UNDER DIVISION 1&6.
CONNECT DETECTOR AS SHOUN.

TYPICAL DUCT DETECTOR DETAIL (Provice os sxistine

HVAC UNITS LARGER
THAN 2002 CFM
CAPACITY)

NO SCALE

EXISTING 112BKVvA

420:120/208V EXISTING 420A

FEEDERS TO REMAIN

PROVIDE MATCHING STYLE CIRCUIT
BREAKER ¢ REWORK COVER OR
PPA PROVIDE TAPPING LUGS ON BUS ¢
PROVIDE REMOTE 202A FUSIBLE
SWITCHE WITHING 25' OF TAP.

J
1004

ELECTRICAL SYMBOL LEGEND

sY™MBoL

DESCRIPTION

AFF

Te

—_—A-2

_—— e ———

WIRE LEGEND TAG

GROUND ROD- 3/4' X 1©' COPPER CLAD

DUPLEX RECEPTACLE MOUNTED IN A FLUSH FLOOR BOX.
PROVIDE ALUMINIUM DUAL FLIP LID ACTIVATION KIT.

QUANITY OF CONDUCTORS AS

CONDUIT RUN IN OR UNDER FLOOR SLAB (1" C. MINIMUM, UON)

SUITCH - 20 AMPERE, 120/2717 YOLT, SINGLE POLE - MTD AT 48’

AFF UON ('a'=DENOTES SWITCHING,'K' = KET OPERATED, 'P' = PILOT LIGHT,

'IL"= [LLUMINATED TOGGLE, '3" = THREE-WAY, '4"' = FOUR-WAY,

™"'= MANUAL MOTOR STARTER. 'D"= DIMMER SWITCH. "'DF"=FLUORESCENT DIMMER.
'LUTRON NOVA SERIES")

DUPLEX RECEPTACLE - 20 AMPERE, 125 VOLT - MOUNTED AT 18" AFF
UON. SUBSCRIPT '"T" DENOTES TAMPER RESISTANT. C=WHITE RECEPTACLE 4 COVER
MOUNTED FLUSH IN CEILING. IG= ISOLATED GROUND TYPE. TYSS= SURGE PROTECTED TYFE.

DOUBLE DUPLEX RECEFPTACLE - 20 AMPERE, 125 YOLT - MOUNTED
AT 18" AFF UON

JUNCTION BOX - MOUNTING HEIGHT AND SIZE AS REQUIRED BY CODE OR
AS NOTED ON DRAUWINGS

HEAVY DUTY FUSIBLE DISCONNECT SWITCH. FUSE SIZE TO BE DETERMINED FROM
EQUIPMENT TO BE SERVED NAMEFPLATE DATA

FLUSH COMMUNICATIONS OUTLET WITH TWO GANG BOX SINGLE GANG EXTENSION RING,
MOUNTED AT 18" AFF UOH., AND I' CONDUIT, STUBBED TO NEAREST ACCESSIBLE

CEILING. PROVIDE GROMMET ¢ GROUND CONNECTION W/H*2 BARE COFPPER TO NEAREST OUTLET
BOX ABOVE CEILING. PROVIDE BLANK COVER. W=MOUNTED 54" AFF.

COMMUNICATION OUTLET MOUNTED IN A FLUSH FLOOR BOX. PROVIDE
(4) JACKS AND AN ALUMINIUM DUAL FLIP LID ACTIVATION

SPECIAL NEMA CONFIGURED OUTLET MOUNTED AS REQUIRED TO SERVE APFPLIANCE.
YERIFY CONFIGURATION PRIOR TO ROUGH-IN AND ADJUST WIRING AND CIRCUIT
BREAKER SIZE AS REQUIRED.

(12= CONDUCTOR SIZE, 4= QUANTITY OF CONDUCTORS.)

FLUSH IN GRADE JUNCTION BOX

OVERHEAD DOOR OFPENER CONTROLLER MOUNT AT 48' AFF. PROVIDE
SEAL-OFF FITTING AT BOTTOM OF CONTROLLER ¢ RUN FLEXIBLE METAL
CONDUIT TO SENSOR LOCATED AT (2" AFF ON OVERHEAD DOOR TRACK.

PROVIDE JUNCTION BOX ON WALL. PROVIDE SEAL-OFF FITTING BELOW ¢
EXTEND FLEXIBLE METAL CONDUIT TO SENSOR LOCATED AT 12' AFF ON
OVERHEAD DOOR TRACK.

ABOVE FINISHED FLOOR
INDICATES DEVICE MOUNTED AT &' ABOVE COUNTER
ELECTRICAL CONTRACTOR
GROUND FAULT CIRCUIT INTERRUFPTER TYPE
UNLESS OTHERWISE NOTED

DUCT MOUNTED SMOKE DETECTOR WITH REMOTE TEST STATION ¢ ADA
APPROVED ALARM. PROVIDED WIRED ¢ INSTALLED BY EC. COORDINATE
REQUIREMENTS WITH MECHANICAL CONTRACTOR

JUNCTION BOX - FOR SIGN. PROVIDE LOCAL DISCONNECT ¢ COORDINATE LOCATION & MOUNTING
HEIGHT WITH SIGN CONTRACTOR IN THE FIELD.

HEAVY DUTY NON FUSIBLE DISCONNECT SWITCH.

HOMERUN TO PANEL 'A' INDICATING CIRCUIT NUMBER(S) - ALL WIRING SHALL BE *2 WITH EQUIPMENT
GROUND WIRE UON (INCREASE TO %@ FOR CIRCUITS OVER 102 FT.) - ALL HOMERUNS ARE TO
A 20 AMPERE, | POLE CIRCUIT BREAKER UON. -
NECESSARTY TO ACCOMMODATE CIRCUITS AND CONTROL INDICATED. CROSS HATCHES INDICATE
REQUIRED LIGHTING CONTROL U.ON.

SCHEDULE 42 PvC CONDUIT RUN AT 3" BELOW FINISHED GRADE. CONTRACTOR SHALL BORE BELOW STREET.
COORDINATE WITH CITY. TRANSITION TO HEAVYWALL RIGID STEEL CONDUIT 2 FEET
BELOW GRADE WHEN CONDUIT 1S TO RISE ABOYE GRADE.

V 00 2

500-4
e0D-2
e2D-3

Co0D-4

Jalbhyenae

(4) BOOKCMIL, #2/QGND -2 1/2* C
(2) e@OKCMIL, 2/QGND-3'C

(3) 6@2KCMIL, ¥3/0GND-3 1/2" C
(4) 6@OKCMIL, 3/0GND-3 172" C

NOTE: CONDUIT SIZES ARE FOR EMT ¢ IMC.
FOR PVYC ¢ RGC INCREASE CONDUIT BY
(1) TRADE SIZE. FOR FLEXIBLE

CONDUIT SIZES REFER TO NEC.

EXISTING 400AMCB 120/480V 3FPH

4UWSN CCT BKR PANEL TO REMAIN.
APPROXIMATE 48KvA CONNECTED
LOAD. NEW LOAD 55 .3KVA.

EXISTING 2004 c
/  FEEDERS TO REMAIN

TIME CLOCK
/ SIEMENS *L.CFP50Q

TRANSFORMER 4
EXISTING 2004
FEEDERS TO
REMAIN
EXISTING GROUNDING
ELECTRODE SYSTEM
TO REMAIN
RELABEL EXISTING & —
NEW DIsC SWITCH AS
SERVICE ENTRANCE o
DlsC. sW ¥ OF &, 2 OF
6.. & OF 6. EXISTING 4024
/ FEEDERS TO REMAIN
(V4
MDP DPA
[ ]
/'-200/3
/ & 1n5/3 BHP
PROYIDE MATCHING —200/3 AR
STYLE SUWUITCH ¢ FUSES \sooss /'—50/3——— COMP.
/'—30/3——> RTU-1A
PROVIDE—/
MATCHING
EXISTING 8TYLE CCT EXISTING 400A
EXISTING 82004 SODA BREAKER 277/48@v 3PH 4WSN
SECONDARY SERVICE a1 2711/480V L CCT BKR PANEL TO

CONDUCTORS TO REMAIN

3PH SW ¢ B
FUSE PANEL

TO REMAIN.
APPROXIMATELY
246K VA
CONNECTED
LOAD. NEW ELE
LOAD
192KV A

REMAIN. APPROXIMATE
SIKVA CONNECTED
LOAD. NEW LOAD
26.6KVA

EXISTING GROUNDING

CTRODE SYSTEM

TO REMAIN

HPA Pt —

EXISTING 200A
2711/480v 3PH
4WSN CCT BKR
PANEL TO REMAIN

PARTIAL 2771/48@0V 4 20/208Y 2PH 4USN ONE LINE DIAGRAM

NO SCALE

O

T T TTTTT

F=—DPB-1

=—DPB-3
L=-DPB-5
F=—DPB-1
—DPB-9

O

L= DPB-2
L= DPB-4
= DPB-6
l—DPB-2
= DPB-12

T T TTTTT

HEAVY DUTY ELECTRICALLY
HELD CONTACTOR W/ 277V COIL
TYPICAL.

GROUND LUG IN POLE——

GROUT AIR SPACE
BETWEEN BOLT
COVER ¢ TOP OF

BASE
'x45° CHAMFER
WEATHERSEAL ALL

POLE

HAND HOLE. PROVIDE
/ RECEPTACLE FITTING WHERE
SHOWN ON PLAN.

EXPOSED CONCRETE TO

MATCH POLE COLOR
/@ CU. BASE GROUND

/

CONDUCTOR

BRANCH CIRCUIT
WIRING IN CONDUIT
AT 36" (MINIMUM)

ZZZENIIITINEN Y DRENNRTNERNY SN

!

ANCHOR BOLTS
/ SUPPLIED WITH POLE
\

FIELD
VERIFY

21) ‘

.‘,'_a eH H_ "xo / GRADE
PR & TN %
- H | H Jd

masa\N | -

BELOW GRADE—

3/4" X 1@'-@" CU.
CLAD GROUND ROD

REINFORCED CONCRETE
PROVIDE &-% REBARS W/
¥3 TIES ON 12' CENTERS.

|

MATCH
EXISTING

R i HOLE FOR POLE BASE
R § [N TO BE BORED. FORM
2l TOP 36" OF BASE WITH
AR 84" SONOTUBE. FILL BORED

RS SN E HOLE WITH CONCRETE.

Nt FILL vOIDS AND
i ;ﬁ—"eb XCE:ET'%‘H N SMOOTH EXPOSED
4. 1| SPACED 2" MIN. CONCRETE AFTER

v T "= \{ FROM EDGE. REMOVING SONOTUBE.

3 TIE 12" oc. NOTIFY ARCHITECT

—— -——

APPROX. 24"¢

IMMEDIATELY IF
UNSTABLE SOIL
CONDITIONS ARE
UNCOVERED DURING
EXCAVATION OF
FPOLE BASE.

ONE LINE DIAGRAM, SCHEDULES ¢ LEGENDS

BRIAN M.
SCHULER

\

LEXUS OF AKRON / CANTON

THESE DOCUMENTS CONTAIN INFORMATION
PROPRIETARY TO ADA ARCHITECTS, INC.
UNAUTHORIZED USE OF THESE DOCUMENTS IS
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ADA ARCHITECTS, INC.

LAKEWOOD, OHIO 44107

2@ INTERSTATE PARKWAY

17710 DETROIT AVENUE

/

OUNER REVISION
2-21-26
ADDENDUM #
©-20-6

DATE

9-22-26

JOB NO.

25433

- 2.

SHEET NO.




