PLAN TAG NOTES:

@ REWORK EXIST. 4" SANITARY SEWER TO
ACCOMMODATE TO 4" SANITARY FROM NEW
FLOOR MOUNTED WATER CLOSET.

@ EXTEND AND CONNECT NEW 2" VENT INTO
EXISTING 2" VENT MAIN. FIELD VERIFY EXACT
SIZE OF EXISTING VENT MAIN PRIOR TO
STARTING WORK.

@ EXTEND AND CONNECT NEW I—1/2" VENT INTO
EXISTING 1—1/2" VENT MAIN. FIELD VERIFY
EXACT SIZE OF EXISTING VENT MAIN PRIOR TO

@ NEW 1/2" HOT AND COLD WATER LINES DN. IN
EXTEND WATER LINES THRU WALL
AND RUN RACKED ALONG BACK OF CABINETRY

@ EXTEND AND CONNECT NEW 1/2" HOT AND
COLD WATER LINES INTO EXIST. WATER LINES.

ﬁ STARTING WORK.
ﬁnw\/ NEW WALL.
NEW 4" VTR~ 700 SQFT. ©
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S—NEW 4" RD
275 SQFT.
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//(zms 3" @D
700 SQFT.
NEW 4' RD
\\ 2175 SQFT.
NOTE: ©
REFER TO ARCHTECTURAL DETAIL =
A/A—1.3 FOR ADDITIONAL EXTEND 4" OVERFLOW DRAN THRU
OVERFLOW DRAIN INFORMATION. \\ WALL WITH DOWNSPOUT NOZZLE. SEAL
WALL PENETRATION WEATHERTIGHT.
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4 (N—+ | New 4" orD
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NEW 3" VIR © 2175 SQFT.
EXIST. ROOF DRAINS
NEW 4" ORD
NEw & OR 2 AND VENTS TO REMANN.
©e
N NEw 4' RD
275 SQ.FT.

EXIST. ROOF DRAINS
AND VENTS TO REMAIN.

EXIST. ROOF DRAINS

AND VENTS TO REMAIN.

>

EXIST. ROOF DRAINS
AND VENTS TO REMAIN.

ROOF PLUMBING PLAN

SCALE: I/l6" = I'=0"

L

EXIST. 3" VENT
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EXIST. ADA WC
TO REMAIN.
F—EXIST. 4" SAN. SEWER

O REMAIN. //

ST. WC

TOREMAN

L“ — NOTE:

o) ALL FLOOR AND WALL
EXIST. ADA WC PATCHING SHALL BE DONE BY
T0 Nmzw\_%

\
?

SINK

— —/— T

iz

THE GENERAL CONTRACTOR.

=
—REWORK EXIST. SAN.

| SEWER TO ACCOMMODATE
| NEW FIXTURES.

>Y REWORK EXIST. WATER LINES TO

B ACCOMMODATE NEW FIXTURES.

REFER TO FIXTURE CONNECTION

SCHEDULE ON DWG. P—2.1 FOR
SIZES TO EACH FIXTURE.

ENLARGED TOILET ROOM PLUMBING PLAN

SCALE:
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EXIST. VENT MAN-" 2'(E)

EXIST. ADA
WC TO REMAIN—O

EXIST. WC
TO REMAN —

CONN. NEW 4" SAN. SEWER

INTO EXIST. 4" SAN. SEWER.

SINK
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NOTE:

REFER TO ARCHTECTURAL DRAWINGS FOR
EXISTING FIXTURES IN TOLET ROOM AREA TO RE
REMOVED INCLUDING HI-LO EWC LOCATED OUTSIDE
OF TOILET ROOMS. PLUMBING CONTRACTOR SHALL
REMOVE DESIGNATED FIXTURES COMPLETE.

EXIST. ADA
WC TO REMAIN

- CONN. NEW VENT INTO EXIST.
VENT MAIN. (TYPICAL)
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EXIST. SAN. SEWER

REWORK EXIST. SAN. SEWER AS
NECESSARY TO ACCOMMODATE
NEW FIXTURES.

TOLET ROOM SANTARY SCHEMATIC
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THESE DOCUMENTS CONTAIN INFORMATION
UNAUTHORIZED USE OF THESE DOCUMENTS IS
EXPRESSLY PROHIBITED UNLESS AGREED UPON IN WRITING

PROPRIETARY TO ADA ARCHITECTS,
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